'Bronze teeth' reflect the mechanical properties of natural teeth to a certain extent. Their mechanical properties resemble those of a tough metal, and the gradient of these properties lies in the direction from outside to inside. These attributes confer human teeth with effective mastication ability. Understanding the various mechanical properties of human teeth and dental materials is the basis for the development of restorative materials. In this study, the elastic properties, dynamic mechanical properties (visco-elasticity) and fracture mechanical properties of enamel and dentin were reviewed to provide a more thorough understanding of the mechanical properties of human teeth. International Journal of Oral Science (2014) 6, 61-69; doi:10.1038/ijos.2014.21; published 18 April 2014
INTRODUCTION
'Bronze teeth' reflect the mechanical properties of natural teeth to a certain extent. Their mechanical properties resemble those of a tough metal, and they vary from the outside to inside of teeth. These attributes confer human teeth with effective mastication ability. 1 The unique mechanical properties of natural teeth enable them to perform the functions of incision, laceration, and grinding of food during mastication. 2 To date, a material that can completely take the place of human teeth with regard to biological and mechanical properties has not yet been found. Human teeth have a more complicated structure, better mechanical properties and better biocompatibility than all dental restorative materials, including synthetic resin materials, ceramic materials and dental alloys. Understanding the various mechanical properties of natural teeth is the basis of dental restoration materials research and can provide a reference for evaluating the mechanical properties of new dental materials. 3 The elastic properties, dynamic mechanical properties (visco-elasticity) and fracture mechanical properties of human enamel and dentin are reviewed in this article, thus providing a more comprehensive understanding of the mechanical properties of human teeth.
The mechanical properties of human teeth are determined by their structure and composition. The structure of natural teeth consists of enamel, dentin, cementum and dental pulp, the first three of which constitute the hard tissue of the human tooth and are characterized by unique mechanical properties. The composition and structure of teeth are presented in Table 1 .
The enamel rod, a 'keyhole-like' structure with a diameter of approximately 5 mm, is perpendicular to the dentinal-enamel junction 4 and is mainly composed of hexagonal prism hydroxyapatite crystals with a 68-nm length, 26-nm diameter and 2-nm protein thickness. 5 The hydroxyapatite crystals at the centre are parallel to the long axis of the rod itself; however, the crystals at the margin of the rod form a 45 6 angle to the axis. 6 Two crystals in the enamel meet at sharp angles and form a 'fish-scale' or 'keyhole-like' appearance referred to as the rod sheath. The rod sheath consists of more protein than other areas of the enamel and is hypomineralized compared with the remainder of the highly mineralized enamel. Thus, the enamel has an anisotropic mechanical property.
Dentin is the tissue that lies beneath the enamel and surrounds the pulp chamber and root canals. The dentin microstructure consists of dentinal tubules that radiate outward through the dentin from the pulp to the exterior cementum or enamel border. Peritubular dentin and intertubular dentin contain rich collagen fibres. The dentinal tubules are wrapped with peritubular dentin. The size, quantity and wall thickness of dentinal tubules vary from outside to inside. 7 Cementum has a structure similar to that of bone tissue but has a lower hardness than dentin. The main inorganic components of cementum exist in the form of apatites that primarily contain calcium ion, and its organic components consist of collagen and noncollagen proteins. Cementum can be divided into acellular cementum and cellular cementum. The acellular cementum is formed by the cementum lamina, which is tightly attached to the surface of the intermediate cementum from the cervix to the site near the apical third of the root, whereas the cellular cementum is located on the surface of the acellular cementum or arranged alternately with acellular cementum at the apical third of the root. 8 The unique gradient structure of natural teeth forms the basis of their anisotropic mechanical properties.
MECHANICAL PROPERTY INDICES OF HUMAN TEETH
The mechanical properties of teeth include elasticity, hardness, viscoelasticity and fracture behaviour.
Elasticity is a term used to describe the characteristic in which a material changes under external force and recovers after the force is removed. The elastic property indices of natural teeth primarily include the elastic modulus (ratio of normal stress to normal strain), shear modulus (ratio of shear stress to shear strain) and Poisson's ratio (ratio of transverse contraction strain to longitudinal extension strain in the direction of the stretching force). The elastic modulus is the property that has been studied most extensively. 9 Hardness is a measure of the hardness or softness of a material and also represents the ability of a solid material to resist elastic deformation, plastic deformation and destruction. 10 Measurements of the hardness of natural teeth have shifted from macroscopic to microscopic with the advancement of new methods, enabling the accurate measurement of hardness at different sites of an enamel rod. 4 Visco-elasticity is used to characterize materials that exhibit both viscous and elastic characteristics when an external force is applied. The composite modulus is the index used to characterize the viscoelasticity of a material and is composed of the storage modulus and loss modulus.
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The fracture mechanical properties are used to study the strength and crack growth law of materials with crack-type defects. 12 Studies on the fracture mechanical properties of teeth have focused on characterizing the fracture toughness and fatigue crack growth rate as well as establishing the crack growth law. These mechanical property indices provide the standards for evaluating natural teeth and also serve as the foundation for understanding natural human teeth as well as for developing new dental restorative materials.
ELASTIC PROPERTIES AND HARDNESS OF ENAMEL AND DENTIN
Most studies on the elastic modulus and hardness of natural teeth use a similar testing system and samples. In this study, we summarize the results regarding the elastic modulus and hardness of enamel and dentin.
Elastic modulus and hardness
The elastic modulus, also known as Young's modulus, is a value used to measure the rigidity of a material and is defined as the ratio of stress and strain under an elastic state. For human teeth, Young's modulus indicates the ability of enamel and dentin to resist elastic deformation. 13 Hardness is commonly used to characterize the ability to resist compression deformation and fracture of a local area of a material. The hardness of teeth can be divided into static hardness and dynamic hardness. 14 The static indentation hardness test is the most commonly used method for characterisation. 15 The frequently used indices for static indentation hardness include the Vickers hardness, Knoop hardness and nano-hardness.
The Vickers hardness can be obtained by calculating the bare testing force unit area in indentation. The indenter is a diamond square pyramid formed by opposite angles of 136 6 . The measured value is the quotient of the load to surface area of the indentation. 13 The indenter used to measure the Knoop hardness also consists of a diamond square pyramid, but it is formed by two unequal opposite angles. The Knoop hardness equals the ratio of the load to the projected contact area. 13 The microhardness is the hardness of materials measured using a load of 10 mN to 10 N.
14 The nano-hardness is the hardness of materials measured with a load of less than 700 mN, with indentation on the scale of microns or even nanometres. 16 Methods of measuring the hardness and elastic modulus of enamel and dentin The most widely used method to measure the hardness and elastic modulus of enamel and dentin is the nano-indentation technique, which enables the collection of measurements in the nano-scale range with the aid of a Berkovich indenter and a spherical indenter or via atomic force microscopy (AFM). The conical Vickers hardness tester and Knoop hardness indenter are used to measure hardness only. The nanoindentation system is applicable to measurements of both hardness and elastic modulus. A comparison of the methods is shown in Table 2 .
Hardness and elastic modulus of enamel The hardness and elastic modulus of enamel have been the overall emphases of research on the mechanical properties of human teeth. Early studies assumed that enamel was a type of isotropic material that had the same properties regardless of direction. However, due to a deeper understanding of tooth structure, researchers have discovered anisotropic mechanical properties. [17] [18] [19] [20] [21] [22] [23] [24] [25] [26] [27] [28] [29] In research on the axial cross-sectional mechanical properties of enamel of the maxillary second molar, Cuy et al. 30 found that the mechanical properties of enamel are related to factors including the location, chemical components and arrangement patterns of the enamel rods. The maximum hardness (3.5 GPa) of enamel is located on the surface, and the hardness decreases gradually with increasing depth, whereas the enamel maintains a stable hardness of 2-2.5 GPa at a distance of 100-600 mm from the dentin enamel junction (DEJ). 31 The nano-hardness and elastic modulus decrease gradually from the surface of the enamel to the DEJ, and both are positively correlated with calcium content. 24, 30, [32] [33] [34] [35] [36] [37] [38] [39] Moreover, the hardness and elastic modulus of enamel are related to the array direction of the enamel rods. The anisotropic mechanical properties of enamel are well known. The mechanical property results vary distinctly with different positions on the same rod. 17, 23, [28] [29] 40 Jeng et al.
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conducted further research on the anisotropic nano-mechanical properties of enamel rods and found that the hardness and elastic modulus of the heads of the enamel rods are distinctly greater than those of the tail and axial cross-section. The mechanical properties of the enamel exhibit a spatial correlation function based on analysis at a microscopic level. 17 The hardness and elastic modulus decrease from the head to tail of the same enamel rod, mostly due to the change in the crystal array directions inside the enamel and organic contents. 4, 38, 41 The reported mechanical property index values vary between studies ( Table 3 ).
The results of tooth hardness and elastic modulus vary between research groups, possibly due to the influence of external factors, i.e., measuring system, shape of indenter, applied load, sample natures and direction of the enamel rod. However, the dryness or hydration of the environment and the tooth position had little influence on the tooth hardness and elastic modulus.
The most frequently used nano-indentation systems include the ultra-micro-indentation system (UMIS-2000; Commonwealth Scientific and Industrial Research Organisation, Campbell, Australia) with a Berkovich indenter, the Triboscope indenter system (HysitronInc, Minneapolis, MN, USA), the Nanoindenter XP (MTS Systems Corp, Minneapolis, MN, USA) and the CSM indentation tester (CSM, Peseux, Switzerland). [42] [43] [44] [45] [46] [47] [48] [49] [50] [51] [52] Among all the existing micromeasuring systems, the MTS yields the highest values (hardness of 6-7 GPa, elastic modulus of 120-130 GPa). The UMIS can obtain measurements of dental tissue in a hydrated environment similar to that in vivo. 53 However, this system does not provide full control of the precise position of indentation and requires over 100 indentation points for every surface; thus, this method cannot measure the hardness of a single crystal. 54 The Triboscope indenter system can collect measurements on the nanometre scale and can precisely measure and obtain images of the indentation point with the aid of AFM. 4 The mechanical properties of different length Table 2 Common methods of measuring and calculating hardness and elastic modulus [14] [15] [16] Hardness 
Measure the microhardness and nanohardness of hard tissue of teeth, as well as the elastic modulus
It can be real-time depth and load measurement of indentation; hardness and elastic modulus can be measured at the same time; on very small scales, the indenter geometry can be similar, and the results can be compared with Vickers hardness A, the projected contact area; D, diagonal length of indentation/mm; d 1 , the long diagonal length; d 2 , the short diagonal length; E i , elastic modulus of indenter; E r , reduced elastic modulus; E s , elastic modulus of sample; H K , Knoop hardness, the ratio of load to the projected contact area; H V , Vickers hardness/(kg?mm 22 ), the ratio of load to surface area; L, long diagonal length; P, load per kg; P max , maximum load; S, unloading stiffness; V i , Poisson's ratio of indenter; V s , Poisson's ratio of sample.
A review: mechanical properties of human tooth YR Zhang et al 63 ranges of enamel are diverse because of the hierarchical structure and anisotropy of the enamel. 28 The shape of the indenter influences the measurement to a certain extent. The Berkovich indenter can yield a relatively stable result, but the hardness increases gradually with contact depth and strain using a spherical indenter. The results obtained at the same contact depth vary with different indenters. 29 The results obtained using the same measurement system are related to the load applied, and the greater the load, the lower the hardness and elastic modulus values due to an increase in energy dissipation via the development of cracks and brittle fracture. 50 Park et al. 21, 28, [53] [54] [55] [56] measured the enamel hardness and elastic modulus in the teeth of individuals of different ages and found that both the hardness and elastic modulus of old permanent tooth enamel are higher than those of young tooth enamel. The thickness of the enamel changes due to the abrasion of the cusps with increasing age. The mineral content increases with age, resulting in higher hardness and elastic modulus values in old permanent teeth. Differences exist in the mechanical properties of enamel rods in different directions. When the indentation direction is parallel to the array direction of the rods, the elastic modulus is (87.564.5) GPa and the hardness is (3.960.3) GPa. These values are (72.764.5) and (3.860.4) GPa, respectively, when the indentation direction is perpendicular to the array direction of the rods. 4 These results show that higher hardness and elastic modulus values can be obtained in a perpendicular direction. For the enamel, the macroscopic and microscopic measurement results provide a holistic and local understanding of the mechanical properties of enamel, which can serve as a fundamental mechanical reference for the manufacture of artificial enamel with tissue engineering.
Hardness and elastic modulus of dentin Studies on dentinal mechanical properties have focused on the properties of the microstructures, similar to studies on the mechanical properties of enamel. However, dentin has a more complex structure. The factors influencing the dentinal mechanical properties include the location, density and direction of the dentinal tubules; the direction of the collagen fibres; and the average density of the mineral phase. 3 The results of the dentinal mechanical properties vary between studies (Table 4) .
Wang et al. 57 found that the micro-hardness of dentin adjacent to the DEJ is low, increases rapidly to a peak and decreases slowly towards the pulp cavity. The variation of the hardness and elastic modulus has A 53 The middle portion of the dentin has a higher hardness and elastic modulus than the outer portions, which is significant for clinical tooth preparation. Cohen et al.
3 assessed the microstructural mechanical properties of dentin with AFM, with which they measured the hardness and elastic modulus of the lumen edge, peritubular dentin, peritubularintertubular junction (PIJ) and intertubular dentin. The results showed that the microstructural mechanical properties vary with different positions in the dentin. The hardness decreases gradually from the dentinal tubule cavity wall to the intertubular dentin and corresponds to the decrease in mineral content.
The mechanical properties of dentin vary according to mineral content. Highly mineralized peritubular dentin has a Young's modulus of 40-42 GPa, whereas weakly mineralized intertubular dentin has a Young's modulus of 17 GPa. 58 Close to the pulp chamber, the hardness of the peritubular dentin (PTD) exhibits an evident gradient variation with the variation in mineral content. No such variation is observed at the DEJ. 3 Angker et al. 59 studied the relationship between the mechanical properties of carious dentin and mineral components and found that the decrease in the elastic modulus and hardness of carious dentin is directly related to and has an exponential relationship with mineral content. The transparency and mineral concentration increase as dentin ages, whereas the crystal size decreases. However, the elastic modulus does not significantly change. Due to the decreased organic content and deposition of minerals in the dentinal tubules, transparent dentin fractures emerge without yielding and directly present as the formation and growth of microcracks. 60 The hardness and elastic modulus of dentin vary little with age. However, dentin becomes more brittle with mineral deposition; thus, its buffer capacity decreases, and teeth are more likely to fracture and crack. The mechanism, prevention and treatment of dentin brittleness warrant further investigation. The mechanical properties of dentin are closely related to its internal structure and composition as well as the external environment. A study showed that the elastic modulus decreases by 35% and the hardness decreases by 30% in a hydrated environment. 61 Kinney et al. 62 confirmed that dentin is anisotropic in a moist environment. The value of E is equal to 25.1 GPa in the direction perpendicular to the tubules, a value that is slightly higher than that in the parallel direction. Nevertheless, dentin becomes isotropic in a dry environment, with E528.1 GPa. 62 Another study showed that the visco-elastic reaction of the dentin is stronger in dry environments, whereas the hardness and elastic modulus decrease. 63 These studies indicate that the mechanical properties of dentin are greatly influenced by the environment. Thus, environmental factors should be taken into consideration in research studies. The macro-and micromechanical properties of dentin vary in different environments. The question of whether the ability to resist external forces, crack formation and growth changes in different environments requires further research. However, guidelines on the application and improvement of clinical techniques can still be developed, especially for teeth with the root canal treatment. The mechanical properties of teeth can be greatly influenced by hydrated environments after treatment. Thus, the use of lubricating media should be considered in future treatments. A review: mechanical properties of human tooth YR Zhang et al 65
DYNAMIC MECHANICAL PROPERTIES OF ENAMEL AND DENTIN
Nanodynamic mechanical property analysis is used to determine material visco-elasticity and measure the storage modulus and loss modulus. 46 The storage modulus describes the elastic reaction of materials, whereas the loss modulus describes the viscosity properties. 46 The storage modulus measures the energy stored due to elastic deformation in the material deformation process and represents the elastic portion of the deformation. The loss modulus measures the energy dissipated as heat due to viscous deformation and represents the viscous portion. Materials exhibit elastic deformation primarily in the solid state when the storage modulus is much greater than the loss modulus; in contrast, materials exhibit viscous deformation primarily in the liquid state. When the storage modulus is equivalent to the loss modulus, the material exists in a semisolid state, i.e., a gel.
The storage and loss moduli are defined as follows (E9 is the storage modulus, E0 is the loss modulus):
where A is the projected contact area, v is the frequency of force applied, C is the damping factor and k is the system stiffness. Balooch et al. 64 combined AFM with a force-displacement sensor and measured the maximum width of the DEJ, which was approximately a quarter of that of enamel without plastic deformation, using modulus mapping; the storage modulus of enamel close to the DEJ was 51-74 GPa (average: 63 GPa). The width of the peritubular-intertubular junction is nearly half that of the PTD. The PTD is more highly mineralized and has a greater mean storage modulus than the ITD. The mean storage modulus of the intertubular dentin (ITD) is 21 GPa, whereas that of the PTD is 48 GPa. The organic collagen fibres of dentin are concentrated in the ITD; thus, the energy dissipation of the ITD is high, and the loss modulus of the ITD is greater than those of the enamel and PTD. 62 The greater the loss modulus of dental tissue, the more viscous it is and the more difficult it is to fracture.
Ryou et al. 46 investigated the dynamic mechanical properties of the PTD and ITD in a wet environment and discovered that the mean composite and storage moduli (19.6 and 19.2 GPa, respectively) are much lower than those of the PTD (31.1 and 30.3 GPa, respectively). The storage modulus represents the energy stored in the elastic deformation of dental tissue and is primarily influenced by the structure and composition of dental tissues. However, the loading frequency and quasistatic load have little influence on the storage modulus. The loss modulus represents the energy dissipation resulting from viscous deformations of dental tissue and increases with decreasing indentation load and increasing loading frequency. 61 Currently, only a few studies on the dynamic mechanical properties of hard dental tissue are available, and, moreover, they are mainly focused on dentin. A study focusing on enamel has not yet been reported. Inorganics account for a large proportion of dental tissue, and dental tissue presents elastic properties and visco-elasticity, which are not the focus of this research. However, measurement of viscoelasticity requires real-time monitoring of the elastic and plastic deformation of nanodental structures and detection of energy variation with a highly developed measuring system. With the development of future measuring techniques, we believe that the dynamic mechanical properties of dental tissue can be more closely examined in different external environments and under various loading patterns. In addition, the combination of the analyses of dynamic and fracture mechanical properties can be applied to further elucidate the fracture mechanism of dental tissue.
FRACTURE MECHANICAL PROPERTIES OF ENAMEL AND DENTIN

Fracture mechanical property indices and measurement methods
The fracture mechanical properties of natural teeth include the fracture toughness and fatigue crack growth rate. The fracture toughness represents the ability of a material to resist fracture. The higher the fracture toughness of dental tissue, the higher the fracture stress and critical crack size, indicating greater resistance to fracture. 12 Fracture mechanical properties are usually measured by applying a quasistatic load to specimens, detecting the crack growth and fracture toughness, measuring the crack length with a compliance method, 56 and, finally, combining the load values with related fracture mechanical property formulas to calculate the fracture toughness. Indices representing the ability of dental tissue to resist fracture, i.e., flexural strength, fracture strength and fracture energy, can be obtained simultaneously during measurements. The fracture toughness K IC is the critical value of the stress intensity factor K I for in-plane deformation and small-scale yielding, such that crack tips must exist in this condition for the measurement of K IC . 12 Threeor four-point bending notched specimens and compact tension specimens are generally used. For three-point bending notched specimens, the tester indenter applies pressure to the upper centre of the specimens, and cracks are generated with tensile stress at the site of the lower notch. 65 For four-point bending specimens, the flexural strength, fracture strength and fracture energy are measured. 66 For compact tension specimens, dental tissue is wrapped with resin, and the insertion position of the dental tissue is calculated using finite element analysis. [67] [68] Holes are introduced in the square resin for pin passage to enable the application of tensile loads. Cracks are generated with the tensile stress at the site of the notch and grow with increasing stress. 69 The fatigue process consists of crack initiation, stable crack extension and, finally, rapid crack propagation, a large proportion of which is accounted for by stable crack extension. [70] [71] Stable crack extension is an important determinant of the fatigue life of the entire dental tissue. In fatigue crack growth experiments with dental tissue, fatigue crack growth is defined using the following Paris formula:
The incremental crack extension da is recorded, the number of cycles dN is assessed and the fatigue crack growth rate da/dN is calculated. The stress intensity K is obtained from the crack size, specimen size and load, and C and m are material constants related to, e.g., the dental tissue, stress ratio and environment.
The specimen used to measure the fatigue crack growth of dental tissue is the same as that used to measure fracture toughness. Loads with a certain frequency and stress ratio are applied circularly to the tissue, which cracks at sites of notch growth with increasing cycles. 72 The crack length is measured by optical microscopy and a compliance method. 63 The fracture mode and fracture toughness are analysed using quantitative fracture topography. 73 Other methods include an indentation method to measure crack growth. 74 A review: mechanical properties of human tooth YR Zhang et al 66
Some researchers believe that due to the presence of collagen fibres in the dentin, measurements using linear elastic fracture mechanics (K c ) neglect the influence of plastic deformation and may underestimate the toughness of dentin. 67, [75] [76] Therefore, the fracture mechanical properties of dentin should be evaluated using elastic-plastic fracture mechanics. 75 Fracture properties of enamel Studies on the fracture mechanical properties that are limited by enamel size primarily focus on the crack growth law of enamel. Inside the enamel, initial cracks are generated at the hypocalcified EDJ and enamel tuft. 77 Padmanabhan et al. 74 studied the enamel crack growth law using a micro-indentation technique and found that crack resistance increases with increasing crack length. However, only crack resistance could be obtained with the indentation method; crack toughness could not be measured.
From the viewpoint of microstructure, the cracks are semicircular in shape and grow along the direction of the enamel rods, as assessed using a micron indentation technique. 69 Using a fracture mechanical method, Padmanabhan et al. 74 showed that enamel cracks propagate along the rod sheath. The direction of crack growth forms an angle of a certain degree with the initial crack tip, which is related to the direction of the rods and hydroxyapatite crystals as well as protein shearing.
Researchers have measured the fracture toughness of external and internal enamel as (0.6760.12) MPa?m 0.5 and 1.13-3.93 MPa?m 0.5 , respectively, using a fracture mechanical method. The internal enamel shows strong resistance to fracture. Crack resistance increases externally to internally, meaning that crack growth becomes more difficult from outside to inside. [78] [79] Bajaj et al. 72 compared the fracture properties of enamel and Hap, which have similar crystallinity, chemical composition and density values. These researchers discovered that cracks grow along the edge of rods. Crack bridging, crack deflection and crack bifurcation appear in regions of decussation. These mechanisms collaborate to increase the crack growth resistance, but a non-similar mechanism is found in Hap.
Fracture properties of dentin
In early studies on fracture properties, dentin fracture was found to be anisotropic when the crack growth direction forms different angles with the dentinal tubules. 80 The fracture property of dentin is related to its complex microstructure. Root dentin has a higher fracture resistance than coronal dentin because of the lack of PTD. The fracture behaviour of root dentin is highly anisotropic, and the incremental lines are the weakest planes. However, coronal dentin exhibits brittle fracture along the PTD. Highly mineralized PTD intersects with the incremental lines, which greatly reduces the degree of fracture anisotropy. 81 Dentin undergoes an increase in fracture resistance with crack extension (rising R-curve behaviour). 54 A complicated internal and external toughening mechanism occurs in the process of crack growth. This internal toughening mechanism primarily describes the large amount of microcracks at the crack tip, which induces energy dissipation. Plastic deformation at the crack tip causes further energy dissipation. 76 An external toughening mechanism indicates the existence of crack bridging in unbroken ligaments of dentin, which causes crack deflection and crack bifurcation. These mechanisms can lower the crack tip stress and increase the crack growth resistance. 65 The factors influencing dentinal fracture mechanical properties include moisture, age and indentation direction, as well as the complicated microstructure of dentin. 82 Dentin in young permanent teeth has an average fatigue crack growth exponent of m513.361.1 in a hydrated environment, which is lower than that of dentin in a dry environment (m518.862.8). Crack bridging, crack deflection and crack bifurcation in young hydrated dentin assist energy dissipation and increase crack growth resistance. The fatigue crack growth resistance is reduced in dry environments. 56 Age has a large influence on dentinal crack growth; specifically, aged dentin has lower initial toughness (K o ) and stable toughness (K p ) values compared with young dentin. 79 The dentinal tubules of young dentin almost always exist in an open state rather than as filled with hydroxyapatite. Crack growth in young dentin produces severe crack deflection, which reduces the local stress intensity and blocks further crack growth. At the same time, microcracks are generated near open dentinal tubules. Microcracks do not completely merge to form the main crack tips. These unbroken ligaments of dentin induce crack bridge formation and block crack growth. No microcracking is found at closed dentinal tubules. 81 Arola et al. measured the fatigue crack growth exponent in the directions of 0 6 , 45 6 and 90 6 to the dentinal tubules. If the direction is 90 6 to the tubules, m513.361.1, which is higher than that if the direction is 45 6 (m511.561.87). These researchers also found that the process from fatigue to fatigue crack growth occurs with minimum cyclic stress when the dentinal tubules align at cyclic normal stresses. 54 For dentin, researchers use a micron indentation technique or a fracture mechanical method to understand the microstructural crack growth mechanism and the influence of the external environment on the fracture mechanical properties. The obtained information provides a reference for further discovery of dental tissue fracture mechanical properties and serves as a guide for clinical technique and material development.
CONCLUSIONS
Studies on the mechanical properties of human teeth focus on various types of microstructural mechanical properties and factors influencing the mechanical properties. Given the complicated structure of this material, no standard measuring environment and technique exist, but the following common features have been reported:
. For enamel, the hardness and elastic modulus decrease gradually from the surface of the enamel to the DEJ, and both exhibit positive relationships with calcium content. The hardness and elastic modulus of the heads of the enamel rods are distinctly higher than those of the tail and axial cross-section. Higher hardness and elastic modulus values can be obtained in the perpendicular direction. For dentin, the variation of the hardness and elastic modulus decreases slowly toward the pulp cavity. Highly mineralized peritubular dentin has a higher Young's modulus than weakly mineralized intertubular dentin. A hydrated environment influences the mechanical behaviour of dentin. . Nanodynamic mechanical property analysis has been applied in dentin research, and the effects of a wet environment can be clearly observed in these tests. Further research on enamel needs to be conducted. . For enamel, crack resistance increases from outside to inside. For dentin, crack bridging, crack deflection and crack bifurcation in young hydrated dentin assist in energy dissipation and increase the Studies on the mechanical properties of natural teeth in complicated oral environments provide guidelines for oral clinical technique improvement (i.e., RCT technique or teeth preparation technique) and dental material development (i.e., oral restoration materials that have structure, composition and mechanical property distributions similar to those of natural teeth). Studies at the crystal level will further establish the formation mechanisms of the mechanical properties from a microscopic viewpoint and will provide a reference for the manufacture of artificial teeth using tissue engineering.
